
MAINTENANCE OF 
THE MAXFLOW PUMP

INFLATION PROCESS

To inflate your kite 
using the LF MAX 
Inflation System, gently 
twist open the top cap 
of the valve. 

If the RED one way wall 
is in open position, it is 
strongly suggested to 
close it before inserting 
the pump nozzle.

Push inside, with gentle 
pressure, the Liquid Force 
dedicated wide nozzle 
included with the Liquid 
Force pump, when the 
nozzle is secured inside, 
start pumping until you 
reach 6 to 8 PSI of 
pressure (to the riderʼs 
choice).  ** Please note, 
DO NOT push the valve 
from the bottom, this 
could cause possible 
damage your bladder.

Once you have reached 6 
to 8 PSI, slowly remove 
the pump nozzle, the 
inside RED one way wall 
will fall into place 
preventing the air form 
coming out.  If for any 
reason there would be a 
small airflow noise, 
quickly push down the 
RED one-way wall, it will 
then fall back into is 
dedicated location.

Lightly close the top 
cap after inflation, DO 
NOT over rotate the top 
cap, this could make it 
hard to open again and 
create a possible twist 
the bladder around the 
valve.  Keep in mind 
that the RED one-way 
wall is there to keep the 
air inside the bladder, 
and the top cap is only 
there to prevent sand 
or water to enter the 
valve.

DEFLATION PROCESS

To deflate your kite 
using the LF MAX 
Inflation System, gently 
twist open the top cap 
of the valve. At this 
point the air is still 
locked inside the LE.

Slightly push the inside 
RED one-way wall towards 
the inside of the valve 
using 1 finger.  This will 
slowly initiate the release 
of the air.

When 25-50% of the air is 
out of the kite, you will be 
able to push down 
completely the RED one way 
wall, and lock and secure it 
open it inside the hole.  This 
will open wide the flow of 
the valve to ensure the kite 
completely deflates.  If the 
RED one-way wall closes 
back, push it back down 
further to lock it in the 
OPEN position.

When your kite is 
rolled and ready to put 
in the bag, we suggest 
you close lightly the 
valve CAP to prevent 
any sand or undesir-
able objects to enter 
your bladder.

HOW TO INSTALL THE LF SUPER SHAFT
PUMP EXTENTION

Before installing 
the Super Shaft 
on your LF 
MaxFlow pump, 
make sure you 
have the 4, 
supplied,  parts : 
The external 
shaft, the 
internal shaft, 
the internal joint 
and the external 
joint.

Start by 
unscrewing the 
top handle.  To 
make it easier, 
pull out the 
pump shaft to 
get a better 
grip.

Once the top 
handle is 
removed,  
connect the 
bottom inner 
shaft, to the 
handle, with 
the extention 
inner shaft 
using the 
connector.

Then connect 
the external 
bottom shaft 
with the 
included top 
external shaft 
extention 
using the wide 
connector.  
Dont screw it 
too tight if you 
are planing to 
take the 
extention off 
daily for 
storage.

Finally,  screw 
back the top 
handle on the 
new extention 
section.  None of 
the links should 
have a loose fit.  
You are now 
ready for the 
Super Shaft 
Experience!

The LF Super 
Shaft is an 
amazing 
evolution of the 
standard kite 
pump,  but 
remember,  
plastic parts can 
break so we 
suggest you 
pump in a 
gentle, smooth 
motion, and 
keep the shaft in 
straight line at 
all times.


